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The Cyclo® 6000 is also available as an inline Gearmotor

To request a catalog, or for more information on any of our high quality products,
please visit our Website: 





1.6 General Information

CYCLO® 6000 Speed Reducers

Cyclo® 6000 Series

Standard Specifications

Shaft Rotation
On single reduction Cyclo® speed reducers, ratios 3 through 119, the slow speed shaft rotates in a reverse direction
to that of the high speed shaft.

On double reduction units, ratios 104 through 7569, both the high speed and the slow speed shaft rotate in the
same direction.

Input Speeds
In general terms, the standard input speeds of single reduction units are 1750, 1165, 875, 580, and 50 RPM. When
non-standard input speeds are used, the horsepower and torque ratings will also vary.

Thermal Capacity
The Cyclo® speed reducer’s smooth, almost frictionless operation all but eliminates the conventional limitations due
to heat. In all sizes, Cyclo® speed reducers have thermal ratings that exceed their mechanical capacity.

Reducer Reduction: Internal planetary gear mechanism with trochoidal curved tooth profile.

Lubrication: Grease or oil lubricated models available.

Seals: Nitrile material, dual lipped, double output seals available.

Material: Rugged cast iron or ductile housings. 

Paint Color: Blue, Muenters color number 6.5PB 3.6/8.2

Ambient Installation Location: Indoors (Minimal dust and humidity)

Conditions
Ambient Temperature: 14°~104° F (-10º ~ 40º C)

Ambient Humidity: Under 85%

Elevation: Under 3,281 ft. (1000 meters)

Atmosphere: Well ventilated location, free of corrosive gases, explosive gases, vapors and dust.



Steel hypoid gear technology, 
maintenance-free grease lubrication 
and a compact modular housing 
makes the Hyponic® an efficient performer
in the food industry.

A 15-hp Beier mechanical variable speed drive 
with electric remote control provides
an adjustable, steady speed range

for this 350-ft. oven band conveyor.

Bottling/Baking Water Treatment

Material Handling Custom Designs

Wood Products

Steel

Cyclo® mixer drives are a key compo-
nent of this award-winning water
treatment facility in Hillsborough
County, Florida.

Each of these 
Sumitomo Paramax® 
speed reducers helps 
pump up to 13 million 
gallons a day at this 
state-of-the-art waste-
water treatment facility 
in the City of Clearwater,
Florida. 

In less than 20 minutes, 
96 Sumitomo Cyclo® Bevel Buddybox 
gearmotors help retract 
the 13,000-ton roof on Seattle’s 
new Safeco Field .

The Sumitomo gearmotors, on eight travel
truck assemblies, turn 128 36” wheels.

Once flooring is side-matched, it is inspected for defects. This
conveyor, driven by Sumitomo Cyclo® drives, carries defective
material to the hammer mill.

Sumitomo Cyclo® drives are an inte-
gral part of this manufacturing

plant which produces 150,000 board
feet of unfinished strip and plank

hardwood flooring each week. After molten steel is formed in the five-strand continuous caster 
at this steel mill, it is conveyed by Sumitomo Cyclo® drives on the
auto-torch conveyors where the steel is cut into billets.

Sumitomo Paramax® reducers
provide quiet, reliable operation
for both the hoist and trolley
drive systems in this 35-ton
capacity DC Trolley Hoist used
for heavy-duty coil handling
service.



Sumitomo Machinery Corporation of
America
Headquarters & Manufacturing

4200 Holland Boulevard
Chesapeake, VA 23323
Tel: 757-485-3355 • Fax: 757-485-3075

www.sumitomodrive.com
E-mail: marketing@suminet.com

World Headquarters

Japan
Sumitomo Heavy Industries, Ltd.
Power Transmission & Controls Group
5-9-11, KITA-Shinagawa, Shinagawa-Ku
Tokyo 141-8686 Japan
Tel: 011-813-5488-8363 • Fax: 011-813-5488-8365

For Worldwide contact information:
www.sumitomodrive.com

U.S. Sales and Support
Mid-West
Sumitomo Machinery Corporation of America
175 West Lake Drive
Glendale Heights, IL 60139
Tel: 630-752-0200 • Fax: 630-752-0208

West
Sumitomo Machinery Corporation of America
2375 Railroad Street
Corona, CA 92880-5411
Tel: 951-340-4100 • Fax: 951-340-4108

Southwest
Sumitomo Machinery Corporation of America
1420 Halsey Way #130
Carrollton, TX 75007
Tel: 972-323-9600 • Fax: 972-323-9308

Canada
Toronto (East)
SM-Cyclo of Canada, Ltd.
870 Equestrian Court
Oakville, Ontario, Canada L6L 6L7
Tel: 905-469-1050 • Fax: 905-469-1055

Vancouver (West)
SM-Cyclo of Canada, Ltd.
740 Chester Road, Annacis Island, Delta
B.C., Canada V3M 6J1
Tel: 604-525-5403 • Fax: 604-525-0879

Montreal
SM-Cyclo of Canada, Ltd.
226 Migneron Street
St. Laurent, Quebec, Canada H4T 1Y7
Tel: 514-340-1300 • Fax: 514-340-1343

Mexico
Monterrey
SM-Cyclo de Mexico, S.A. de C.V.
Calle “C” No. 506A
Parque Industrial Almacentro
Apodaca, N.L., Mexico 66600
Tel:  011-52-81-8369-3697/8 • Fax:  011-52-81-8369-3699

South America
Brazil
SM-Cyclo Redutores do Brasil Ltda.
Av. Fagundes Filho, 191
Ed. Houston Office Center–c j. H123
CEP: 04304-010–São Paulo, Brazil
Tel: 011-55-11-5585-3600 • Fax: 011-55-11-5585-9990

Chile
SM-Cyclo de Chile Ltda.
San Pablo  3507
Comuna de Quinta Normal - Santiago, Chile
Tel: 011-562-786-6963 • Fax: 011-562-786-6964

Argentina
SM-Cyclo de Argentina SA
Manuel Montes de Oca 6719
B1606 BMG, Munro
Buenos Aires, Argentina
Tel: 011-54-11-4765-5332 • Fax: 011-54-11-4765-5517

Europe
Austria

Belgium

France

Germany

Italy

Netherlands

Spain

Sweden

Switzerland

Asia
China

Hong Kong

Indonesia

Korea

Malaysia

Philippines

Taiwan

Thailand

Other Locations 
Australia

India 

New Zealand

South Africa

WORLDWIDE LOCATIONS


